Effective Date: 
Supercedes: 


4/26/96 


PRELIMINARY 

Specification for Philip Morris Converted Tipping Paper 

Brand(s): Marlboro Lights KS SP/FTB_ 


Brand Code(s): 660 / 690 STD 


Bobbin Dimensions: _ 62 mm x 3500 M _ Base Sheet: _ KC 236 M2 

Bobbin Description: _ WHT TGL w/ 3D IS _ 


Unperforated Material Code: _ 13-074-Z _ Converter: _ Mundet 


Perforated Material Code: _ 13-075-A _ Quantity: _ 1 bobbin 

Location: Cabarrus _ Louisville_Richmond XX 


Perforation R.T.D.: 


3.8 cm ± 0.40 cm 


Number of Rows: 


2 (two) 


Holes / Inch / Row: 


35 To 45 


A. Distance between Perforation Bands 

B. Perforation Band Width 

C. Distance Between Perforation Rows w/in Each Band 

D. Edge of Perforation Band to Edge of Tipping Paper 


REPLACEMENT INSTRUCTIONS: 


24.00 mm 

+ 

1.00 mm 

1.50 mm 

' + " 

0.50 mm 

_L 

17.50 mm 


1.00 mm 


XX Effective Immediately: (DO NOT USE UP PRESENT TIPPING INVENTORY NOW) 
_ Use Up Present Inventory is Exhausted 

Comments: Initial issue for qualification of 3D ink system for lip release for Marlboro Lights KS. _ 


Prepared by: _ P. A. Rutledge - QSE _ Approved By: _ E. W. Weston _ 

Distributed: 

S. Cline / P. Harris x J. Philpot / K. Rudolph / A. Thorpe x J. Ellis / K. Smith _ x 

L. Craighill / A. Davis _ D. Fessel/ S. Stocksdale x T. Henry x 


Source: https://www.industrydocuments.ucsf.edu/docs/ysvy0004 


2057689827 



